
WARNINGS
• Install, operate, and maintain to meet all applicable codes.

• Handle and secure so reflector cannot fall.

• Lamp wattage and type installed must match that specified on the fixture
label.

REFLECTOR  MOUNTING - FIGURE 1

1. Back off four screws (1) on bottom of reflector mounting box (2).  Do not
remove.
2. Align keyhole slots in the reflector (3) top over these screws.
3. Rotate reflector to engage slots.  Note: Mousehole is large hole in top of
reflector functions to allow for passage of the auxilliary lamp wires.  If provided,
by the lamp socket during installation.
4. Tighten screws to uniformly secure reflector.
5. Install HID lamp in socket.  Hand tighten to secure.

QUARTZ  STANDBY BRACKET   MOUNTING - FIGURE 1

1. Slide small cutout in end of the bracket (4) under the head of the closest
reflector mounting screw (1).
2. Align bracket and tighten the screw to secure it in place.
3. Remove slack in auxilliary lamp wires (5).
4. Install a 120V, 150 watt double contact bayonet base quartz incandescent
lamp in the auxilliary lamp socket (6).  Use cat. no. Q150CL/DC or ANSI
#ETC-120V.
5. Wipe off lamp after installing.

REFRACTOR  ASSEMBLY  MOUNTING - FIGURE 2

1. Align hinge bracket extension (7) on refractor (8) over the hinge bracket (9)
attached to the reflector flange (10).
2. Insert hinge pin (11) through the aligned holes in the brackets.
3. Clasp end of hinge pin together to secure it in place.
4. Check that the felt gasket (12) adhered to the inside of the reflector flange is
in good condition.  Repair and straighten, if necessary.
5. Rotate refractor upward into the reflector bottom.
6. Extend toggle latches outward and then up, underneath the refractor flange.
7. Snap toggle latches closed to secure refractor in place.  Make sure each
latch base presses against a thickened area found underneath the
refractorflange.  This will ensure maximum closure compression and a good
seal.
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